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- 가변저항 방식 와이어 센서 
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QWPL Series 

QWPL Series 

- 가변저항 방식 와이어 센서 

- 옵션에 따른 출력 변경 가능 
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SM Series 

- 협소한 공간에 장착 가능 

- 2.5…25inch 제작 가능 

- 가변저항 방식 변위 측정 
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M150 

- 세계 최소 사이즈 

- 1.5inch 측정범위 

- 가변저항 방식 변위 측정 
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MT Series 

- 다양한 입출력값 

- 0…50inch 측정범위 

- 360 도 회전이 가능한 고정판 
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PT101 Series 

- 전압 입출력값 

- 2…100inch 측정범위 

- Celesco 社의 오리지널 모델 
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330 Series 

330 Series 

- ±0.005” to ±1.0”의 사용범위 

- 직선성 < 0.25% 

- AC 출력 

- 스프링 리턴 타입 
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MODEL NUMBER 
 0350-

0000 

0350-

0010 

0351-

0000 

0351-

0006 

0352-

0000 

0353-

0000 

0354-

0000 

0355-

0000 

0356-

0000 

WORKING RANGE, 

±  Inches (mm) 

 0.050 

(1.27) 

0.050 

(1.27) 

0.10 

(2.54) 

0.10 

(2.54) 

0.25 

(6.35) 

0.50 

(12.7) 

1.00 

(25.4) 

2.00 

(50.8) 

3.00 

(76.2) 

MECH. TRAVEL, 

Inches (mm) 

 0.16 

(4.06) 

0.14 

(3.56) 

0.31 

(7.87) 

0.31 

(7.87) 

0.75 

(19.1) 

1.25 

(31.8) 

2.25 

(57.2) 

4.25 

(108) 
6.25 (159) 

INPUT, VDC  6.0 Min. to 28 Max. 

 NOMINAL F.S. OUTPUT ± VDC (tested with load impedance simulating open circuit) 

@ 6 VOLT INPUT  1.2 1.2 2.1 2.0 1.6 3.0 4.3 4.0 3.1 

@ 15 VOLT INPUT  3.0 3.0 5.4 5.8 4.2 7.5 10.8 10.0 7.8 

@ 24 VOLT INPUT  5.0 5.0 9.0 9.4 7.0 12.5 18.0 16.0 13.0 

@ 28 VOLT INPUT  5.6 5.8 10.1 10.4 7.9 14.0 20.3 18.7 14.6 

INPUT CURRENT  6.3 mA @ 6 Volt input to 48 mA @ 28 Volt input 

 LINEARITY % FULL SCALE OVER TOTAL WORKING RANGE ± 0.50 

INTERNAL 

CARRIER FREQ. Hz 

NOM. GREATER 

THAN: 

 

13000 13000 12000 14000 3600 3400 3200 1500 1400 

% RIPPLE (RMS) 

NOM. 

 
0.7 0.7 0.7 0.7 0.8 0.8 0.8 1.0 1.0 

OUTPUT 

IMPEDANCE, 

Ohms 

 

2500 2500 3500 3500 5200 5500 5600 5500 5600 

TEMPERATURE 

RANGE 

 
-65°F to +200°F (-54°C to +93°C) 

RESOLUTION  Infinite 

350 Series 

350 Series 

- ±0.050” to ±3.0”의 사용범위 

- 직선성 < 0.5% 

- 스프링 리턴 타입 

- DC 출력 
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MODEL NUMBER 0240-0000 0241-0000 0242-0000 0243-0000 0244-0000 0245-0000 0246-0000 0246-00005 

WORKING RANGE, 

±  Inches (mm) 
0.050 (1.27) 0.100 (2.54) 0.250 (6.35) 0.500 (12.7) 1.00 (25.4) 2.00 (50.8) 3.00 (76.2) 3.00 (76.2) 

MAX. USABLE 

RANGE, ±  Inches 

(mm) 

0.075 (1.78) 0.150 (3.75) 0.375 (9.53) 0.750 (19.1) 1.50 (38.1) 2.75 (69.8) 3.25 (82.5) 4.00 (101) 

INPUT, VDC 6.0 Min. to 30 Max. 
9.0 Min. to 30 

Max. 

NOMINAL F.S. OUTPUT, ± VDC with unloaded output 

@ 6 VOLT INPUT 1.3 2.4 1.8 3.1 4.6 3.9 3.3 N/A 

@ 15 VOLT INPUT 3.4 6.4 4.8 8.3 12.1 10.2 8.7 10 

@ 24 VOLT INPUT 5.5 10.4 7.8 13.5 18.7 16.5 14.1 16.3 

@ 30 VOLT INPUT 7.0 13.0 9.7 17.0 24.8 20.7 17.7 30.5 

INPUT CURRENT 8.3 mA @ 6 Volt input to 52 mA @ 30 Volt input 

2 NON-LINEARITY ± 0.5% Full Scale Over Total Working Range 

 ± 1.0% Full Scale Over Maximum Usable Range 

INTERNAL CARRIER 

FREQUENCY, Hz 
13000 12000 3600 3400 3200 1500 1400 1400 

 % RIPPLE, RMS 

(nominal) 
0.7 0.7 0.8 0.8 0.8 1 1 1 

 OUTPUT 

IMPEDANCE, Ohms 
2500 3500 5200 5500 5600 5500 5600 5600 

 FREQ. RESPONSE 

(3 dB down), Hz 
300 140 115 110 100 110 75 75 

TEMPERATURE 

RANGE 
-65°F to +250°F (-54°C to +121°C) 

RESOLUTION Infinite 

240 Series 

240 Series 

- ±0.05” to ±4.0”의 사용범위 

- 직선성 < 0.5% 

- 6 to 30 VDC 인가전압 

http://www.qmsys.net/
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MODEL 0200-00000 0200-00010 0201-00000 0201-00010 

RANGE, ± Inches 

(± mm) 
0.050(1.27) 0.50 (1.27) 0.100 (2.54) 0.100(2.54) 

INPUT, VDC 7 Max, 5 Min 

INPUT, mA 20 20 35 35 

OUTPUT, FULL 

SCALE OPEN 

CIRCUIT, ± VDC 

1.5 1.5 2.8 2.8 

LINEARITY, ± FULL 

SCALE, % 
0.5 0.3 0.5 0.3 

INTERNAL CARRIER 

FREQUENCY 
9KHz 

MAX RIPPLE, 

RMS/VDC Output 

Range 

0.7% 

OUTPUT 

IMPEDANCE, 

KOhms 

2.2 2.2 3.0 3.0 

FREQ. RESPONSE (3 

dB down), Hz 
350 350 170 170 

TEMPERATURE 

RANGE 
-65°F to +140°F  (-54°C to +60°C) 

RESOLUTION Infinite 

200 Series 

200 Series 

- ±0.05” to 0.20”의 사용범위 

- 직선성 < 0.5% , 0.3% 

- 6 to 30 VDC 인가전압 
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입력전압 9…28VDC 

사용전류 12mA 

측정범위 2.5 , 5 , 10 , 15 , 25 , 50 

출력옵션 0…5VDC 

0…10VDC 

4…20mA    

디지털 출력 

직선성 ±0.25% (F.S) 

사용온도 -25….85C 

QSD20 Series 

QSD20 Series 

- 스프링 리턴 LVDT 

- 다양한 출력 선정이 가능 

- 0.25%FS 정밀도 

http://www.qmsys.net/
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QMGL Series 

QMGL Series 

- 80 to 3000mm 의 사용범위 

- 직선성 < 0.05%  

- 중국 OEM 
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QMVH8 Series 

 AC Output  

Input Voltage 
3Vrms ( 1~3Vrms ) 

5Khz(1~10Hkz) 

0~5VDC input 

Voltage 
15~28VDC input Voltage 

Output Signal 
AC 

0~5V 0~10V , 4~20mA 

 Digital output RS485(RTU 

Measuring Range (mm) 2, 5, 8 

Linearity error 

Analog Output : ± 0.25% , 

Digital Output RS485 : 0.25% 

(0.1% Optional) 
  

Repetitive error ≤ 1um 

Resolution ≤ 1um(Max), Digital Output is 16bit 

Dynamic Characteristics 10Hz (Max) 

Temperature 

(Operating) 
-10˚C ~ +65˚C 

Temperature Coefficient 

Null point ≤0.01%/˚C 

Sensitivity ≤0.025%/˚C 

QMVH8 Series 

QMVH8 Series 

- 2 to 8mm 의 사용범위 

- 직선성 < 0.25%  

- OEM 제작 고사양센서 

http://www.qmsys.net/
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QMVB20 Series 

Input Voltage 9~28VDC input Voltage 

Output Signal 
0~5V, 0~10V , 4~20mADigital output 

RS485(RTU 

Measuring Range (mm) 2.5, 5, 10, 15, 25, 50, 100 

Linearity error Analog Output : ± 0.25% 

Repetitive error ≤0.01% of FS 

Resolution ≤ 0.01um(Max), Digital Output is 16bit 

Dynamic Characteristics 10Hz (Max) 

Temperature (Operating)  -25˚C ~ +85˚C  

Temperature Coefficient Null point ≤0.01%/˚C  

  Sensitivity ≤0.025%/˚C  

QMVB20 Series 

QMVB20 Series 

- 2 to 100mm 의 폭넓은 사용범위 

- 직선성 < 0.25%  

- OEM 제작 고사양센서 
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QHDM Series 

Input Voltage 5~24VDC input Voltage 

Output Signal Direct signal by input power 

Measuring Range (mm) 2.5, 5, 10, 15, 25, 50, 100 

Linearity error Analog Output : ± 0.1% 

Repetitive error ≤0.01% of FS 

Total Resistance 1.23 KΩ per inch 

Resistance Tolerance ±25% Accuracy over useable range 

Temperature (Operating) -40°+ 200°C 

Operating pressure 35000 psi 

  

QHDM Series 

QHDM Series 

- 고온용 변위센서 

- 스프링 복귀형 

- -40°+ 200°C 사용가능 
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KTR-B Ball bearing gauge head  mm 10 15 25 50 75 100 

Total Electrical Travel (T.E) mm 12 17 27 52 77 102 

Active Electrical Travel (A.E) mm 10 15 25 50 75 100 

Resistance Range ± 20% kΩ 1.0 5.0 

Independent Linearity ± 20% 0.05 

Mechanical Travel (M.T) mm 17 22 32 57 82 103 

Output   Voltage Divider 

Resolution   Infinite 

Operating Temperature C° -50 + 120 

Dimensions A mm 53 58 68 93 118 143 

Total Dimensions mm 118 128 148 198 253 297 

KTR Series 

KTR Series 

- 포텐셔미터 변위센서  

- 스프링 복귀형 

- 가변저항방식 
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KDC-18 Hinged Series mm 10 25 50 75 100 125 150 175 200 225 250 275 300 400 

Total Electrical Travel (T.E) mm 12 27 52 77 102 127 152 177 202 227 252 277 302 402 

Active Electrical Travel (A.E) mm 10 25 50 75 100 125 150 175 200 225 250 275 300 400 

Resistance Range ± 20% kΩ 5.0 

Independent Linearity ± % 0.05 

Mechanical Travel (M.T) mm 14 29 54 79 104 129 154 179 204 229 254 279 304 404 

Output   Voltage Divider 

Resolution   Infinite 

Operating Temperature C° -50 + 120 

Dimensions A mm 53 68 93 118 143 168 193 218 243 268 293 318 343 443 

KDC Series 

KDC Series 

- 포텐셔미터 변위센서  

- 로드엔드타입 
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AWLG Series 

AWLG Series 

- 아날로그아웃풋 

- 8….300mm 가능 

- 시리얼 통신가능 

- 인디케이터 장착형  
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AWLS Series 

AWLS Series 

- 저가형 레이저센서 

- 아날로그아웃풋 

- 10….400mm 가능 

- 시리얼 통신가능 

- 인디케이터 장착형  
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OWLE/F Series 

OWLE/F Series 

- 기본형 레이저센서 

- 아날로그아웃풋 

- 20….800mm 가능 

- 시리얼 통신가능 
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OWLG Series 

OWLG Series 

- 최소 2 μm 분해능 

- 아날로그 출력 

- 10….1040mm 가능 

- 1100Hz 샘플링 
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OWLSB Series 

OWLSB Series 

- 난반사 , 강한 빛에서 사용 

- 검정색 물체 변위 측정 

- 10….100mm 가능 

- 500Hz 샘플링 

- 아날로그 출력 
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OWTH Series 

OWTH Series 

- 장거리용 레이저센서 

- 3800….12800mm 가능 

- 100Hz 샘플링 

- 아날로그 출력 
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OWTG Series 

OWTG Series 

- 장거리용 레이저센서 

- 5700….9800mm 가능 

- 50,33Hz 샘플링 

- 아날로그 출력 
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OWTBC Series 

OWTBC Series 

- 장거리용 레이저센서 

- 최대 500M 측정가능 

- 시리얼 통신 가능 

- 아날로그 출력 
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TLE1 Sensor 

TLE1 Sensor 

- 라인레이저센서 

- 금속 측정 가능 

- 전용프로그램포함 
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Measurement Range 1.10″ (28 mm) 

Resolution 0.4375 µm 

Repeatability 3 µm (Edge position, Calibrated Distance) 

Response Time 0.391 ms 

Non-Linearity < 10 µm (Edge Position, calibrated distance) 

Measuring Modes Edge1, Edge2, Diameter, Gap, Center, Solid 

Detection Method 
Laser (670 nm Class II Laser Diode) Through-Beam with CCD 
Element 

Power 12 to 24 VDC / 120mA 

Connection/Interface Serial, Parallel, USB, Ethernet, Analog or Custom 

Display 2 x OLED, 128 x 64 pixels 

Overall Dimensions 6″ x 5.5″ x 1″ (150 x 137 x 25 mm) 

Micro XY 

Micro XY 

- 2 축 라인 레이저센서 

- 금속 측정 가능 

- 전용프로그램포함 

- 소형 물질에 대한 정밀한 스캔 
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Active Sensors Measuring Torque 

Series 

- 비접촉식 토크센서 

- +5Vdc 출력 

- 샤프트를 측정하여 토크값 출력 

- USB 통신 전용프로그램지원 

- 다양한 재질 및 환경에서 사용가능 
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UTMll Series 

UTMll Series 

- ±0.05” to 0.20”의 사용범위 

- 직선성 < 0.5% , 0.3% 

- 6 to 30 VDC 인가전압 

http://www.qmsys.net/


P a g e  | 56 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

Model UTMⅡ-100Nm（W） UTMⅡ-500Nm（W） 

Measurement range ± 100Nm ± 500Nm 

Power supply DC24V ± 15％  

Power consumption 150mA or less 

Output range ± 5V DC Load resistance must be more than 2kΩ 

Responsivity 1kHz 

Rotation signal 
4 pulses per 1 rotation 

Open collector Max. ratings 30V, 10mA 

Safe overload 500%FS 

Non-linearity 0.03%FS（Typ） 

Hysteresis 0.03%FS（Typ） 

Repeatability 0.03%FS（Typ） 

Operation temp . range －10～＋50℃ 

CE marking 

certification 
EMC directives  EN61326-2-3：2013 

UTMll (W) Series 

UTMll (W) Series 

- ±0.05” to 0.20”의 사용범위 

- 직선성 < 0.5% , 0.3% 

- 6 to 30 VDC 인가전압 

- 사각 소켓 타입 
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Sensor input for torque (voltage input) 

Input resistance 1MΩ 

Signal input 

range 
± 5V 

Accuracy 

Non-linearity:Within 0.02%/FS± 1digit 

Zero drift:Within 0.2mV/℃ RTI 

Gain drift:Within 0.01%/℃ 

A/D converter 
･ Speed…300 times/sec. 

･ Resolution…24bit(binary)  Approx. 1/30000 with respect to 5V 

Analog filter Low-pass filter（-6dB/oct） Selectable from 3, 30, 300, and 1kHz. 

Voltage output Input voltage cuff (For test point) 

TM-301 

TM-301 

- 토크 표시 

- RPM 표시 

- 소비전력 표시 

- 아날로그 출력가능 
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Capacity 1kgf ~ 400kgf-m 

Rated output 1.5~± 1% mV / V 

Non-linearity 0.1 % F.S. 

Hysteresis 0.1% F.S. 

Repeatability 0.1% F.S. 

Temp. effect on output 0.3% F.S. / 10ºC 

Temp. effect on zero 0.2% Load / 10ºC 

Input impedance 385± 3.5Ω 

Output impedance 350±  3.5Ω 

Insulation 2000MΩ 

Recommended excitation 10V 

Compensated temp range - 10 ~ 60 ºC 

Operation temp range - 20 ~ 80ºC 

Ultimate overload 150 %  

QRTM Series 

- 회전형 토크센서 

- RPM 부착 타입 

- 스트레인게이지 방식 센서 
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CD1140 

- 비접촉식 트렌스미터 

- ± 0.05~ ± 20,000 Nm 가능 

- 앰프내장형 
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CD1095 

CD1095 

- 비접촉식 트렌스미터 

- ± 5~ ± 2,500 Nm 가능 
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Rated output 1.5-2.0% mV / V 

Zero balance ±  2% F.S. 

Non-linearity 0.1 % F.S. 

Hysteresis 0.1 % F.S. 

Repeatability 0.1% F.S. 

Creep (30min) 0.1% F.S. 

Temp. effect on output 0.05 % F.S. / 10ºC 

Temp. effect on zero 0.05% F.S. / 10ºC 

Input impedance 410± 3Ω 

Output impedance 350± 3Ω 

Insulation ≥5000MΩ/100VDC 

Recommended excitation 5 -10V 

Maximum excitation 15 V 

Compensated temp range - 10 ~ 60 ºC 

Operation temp range - 20 ~ 80ºC 

Safe overload 120% F.S. 

Ultimate overload 150 % F.S. 

Cable size Ø 3× 3m 

Wiring 
Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

QMF Series 

QMF Series 

- 스트레인게이지 방식 토크센서 

- 0.1%정밀도 

- 1Nm ~ 150Nm 제작가능 

- 120%의  오버로드 허용 

http://www.qmsys.net/


P a g e  | 64 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

Hysteresis 0.1 % F.S. 

Repeatability 0.1% F.S. 

Creep (30min) 0.1% F.S. 

Temp. effect on output 0.05 % F.S. / 10ºC 

Temp. effect on zero 0.05% F.S. / 10ºC 

Input impedance 385± 10Ω 

Output impedance 350± 5Ω 

Insulation ≥5000MΩ/100VDC 

Recommended excitation 5 -10V 

Maximum excitation 15 V 

Compensated temp range - 10 ~ 60 ºC 

Operation temp range - 20 ~ 80ºC 

Safe overload 120% F.S. 

Ultimate overload 150 % F.S. 

Cable size Ø 4× 3m 

Wiring 
Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

QMT Series 

QMT Series 

- 스트레인게이지 방식 토크센서 

- 플렌지 부착형 

- 0.1%정밀도 

- 10 , 20 , 30 , 50 , 100Nm  가능 

- 120%의  오버로드 허용 
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Capacity  100,200,300,400,500lb 

Material  Aluminum  

Accuracy 0.5%, 0.25%, 0.1% 

Rated output 1.5 ±  10% mV / V 

Repeatability 0.1% F.S. 

Temp. effect on output 0.05% F.S. / 10ºC 

Temp. effect on zero 0.05% F.S. / 10ºC 

Insulation ≥5000MΩ/100VDC 

Recommended excitation 9~36VDC 

Operation temp range - 20 ~ 80ºC 

Safe overload 120%  

Cable size Ø 4× 3000 mm 

Wiring 
Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LFB Series 

LFB Series 

- 브레이크 답력계 
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Capacity  0.5~200t 

Material  Alloy steel/ Stainless Steel 

Rated output 2.0 ±  10% mV / V 

Zero balance ±  2 % F.S. 

Non-linearity 0.05% F.S. 

Hysteresis 0.05% F.S. 

Repeatability 0.05% F.S. 

Creep (30min) 0.05% F.S. 

Temp. effect on output 0.025% F.S. / 10ºC 

Temp. effect on zero 0.025% F.S. / 10ºC 

Input impedance 750± 10Ω 

Output impedance 700± 5Ω 

Recommended excitation 5~10V 

Maximum excitation 15 V 

Compensated temp range - 10 ~ 60 ºC 

Operation temp range - 20 ~ 80ºC 

Safe overload 150%  

Ultimate overload 200 %  

Wiring 
Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LFC-2 Series 

LFC-2 Series 

- 압축형 로드셀 
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Capacity  0.5~200t 
Material  Alloy steel/ Stainless Steel 

Rated output 2.0 ± 10% mV / V 

Zero balance ± 2 % F.S. 

Non-linearity 0.05% F.S. 

Hysteresis 0.05% F.S. 

Repeatability 0.05% F.S. 
Creep (30min) 0.05% F.S. 
Temp. effect on output 0.025% F.S. / 10ºC 
Temp. effect on zero 0.025% F.S. / 10ºC 
Input impedance 750±10Ω 
Output impedance 700±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5~10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 150%  
Ultimate overload 200 %  
Cable size Ø 5×3000 mm 
Wiring Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LFC-19 Series 

LFC-19 Series 

- 소형 압축형 로드셀 
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Capacity  500kg~5000kg 
Material  Stainless Steel 
Rated output 1.5~2.0 mV / V 
Zero balance ± 2 % F.S. 

Non-linearity 0.5% F.S. 

Hysteresis 0.5% F.S. 

Repeatability 0.5% F.S. 
Creep (30min) 0.5% F.S. 
Temp. effect on output 0.5% F.S. / 10ºC 
Temp. effect on zero 0.5% F.S. / 10ºC 
Input impedance 750±5Ω 
Output impedance 700±3Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5-10 V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120% F.S. 
Ultimate overload 150 % F.S. 
Cable size Ø5×3m 

Wiring Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

LFC-80 Series 

LFC-80 Series 

- 0.5%을 유지하는 고정밀 로드셀 

- 소형사이즈 
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Capacity  0.5, 1, 2, 3, 5, 10, 20, 30, 50t 
Material  Stainless Steel 
Rated output 1.0 ± 10% mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 0.5% F.S. 

Hysteresis 0.5% F.S. 
Repeatability 0.5% F.S. 
Creep (30min) 0.5% F.S. 
Temp. effect on output 0.5% F.S. / 10ºC 
Temp. effect on zero 0.5% F.S. / 10ºC 
Input impedance 350±5Ω 
Output impedance 350±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 200%  
Ultimate overload 300 %  
Cable size Ø 5×3000 mm 
Wiring Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LF-57 Series 

LF-57 Series 

- 스테인레스스틸 제품 

- 높은 오버로드값 

- 엠프내장가능 
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Capacity  1~50 kg 
Material  Stainless Steel 

Rated output 2.0 ± 10 % mV / V 

Zero balance ± 2 % F.S. 

Non-linearity 0.1% F.S. 

Hysteresis 0.1% F.S. 

Repeatability 0.1% F.S. 
Creep (30min) 0.1% F.S. 
Temp. effect on output 0.05% F.S. / 10ºC 
Temp. effect on zero 0.05% F.S. / 10ºC 
Input impedance 350±3Ω 
Output impedance 350±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 1.5-5 V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size Ø 3×3000 mm 
Wiring Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LF605 Series 

LF605 Series 

- 작은 용량에서 높은 정밀도 

- 협소한 공간에 사용가능 
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Rated output 2.0 ± 10% mV / V 
Zero balance  ±2 % F.S. 
Non-linearity 0.05% F.S. 
Hysteresis 0.05% F.S. 
Repeatability 0.05% F.S. 
Creep (30min) 0.05% F.S. 
Temp. effect on output 0.05% F.S. / 10ºC 
Temp. effect on zero 0.05% F.S. / 10ºC 
Input impedance 350±5Ω 
Output impedance 350±5Ω 
Insulation resistance ≥5000MΩ/100VDC 
Recommended excitation 5-10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size Ø 3×3m 

Wiring 
Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

LFS-02 

LFS-02 

- 소형 S-beam 로드셀  

- 안정적인 값 
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Zero balance ± 2 % F.S. 
Non-linearity 0.03% F.S. 

Hysteresis 0.03% F.S. 

Repeatability 0.01% F.S. 
Creep (30min) 0.05% F.S. 
Temp. effect on output 0.015% F.S. / 10ºC 
Temp. effect on zero 0.028% F.S. / 10ºC 
Input impedance 400±50Ω 
Output impedance 350±3.5Ω 
Insulation ≥2000MΩ/50VDC 
Recommended excitation 10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 40 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 150%  
Ultimate overload 200 %  

QFS-02 

QFS-02 

- 소형 S-beam 로드셀  

- 안정적인 값 
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QMLC-2 

QMLC-2 

- 플렌지 타입 로드셀 

- 0.5~200Tf 

- 150% 오버로드 

- 0.05% 정밀도 
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Capacity 200KN,240KN,500KN 
Rated output 1.0~1.5 ±10% mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 0.1 % F.S. 
Hysteresis 0.1 % F.S. 
Repeatability 0.1% F.S. 
Creep (30min) 0.1% F.S. 
Temp. effect on output 0.05 % F.S. / 10ºC 
Temp. effect on zero 0.05% F.S. / 10ºC 
Input impedance 750±5Ω 
Output impedance 700±3Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5 -10V 
Maximum excitation 10 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120% F.S. 
Ultimate overload 150 % F.S. 
Cable size Ø5×3m 

Wiring Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

QMHC-2D 

QMHC-2D 

- 준공형 로드셀 

- 200KN,240KN,500KN 

- 150% 오버로드 

- 0.1 % F.S. 
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Rated output 0.5~1.0 ±10% mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 0.1 % F.S. 
Hysteresis 0.1% F.S. 
Repeatability 0.1% F.S. 
Creep (30min) 0.1% F.S. 
Temp. effect on output 0.5% F.S. / 10ºC 
Temp. effect on zero 0.5% F.S. / 10ºC 
Input impedance 385±10Ω 
Output impedance 350± 5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size 5Pins 
Protection class IP65 

Wiring Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

QMLC-3D 

QMLC-3D 

- 3 축 로드셀 로드셀 

- 20~1000Kg 

- 150% 오버로드 

- 0.1 % F.S. 

- X , Y , Z 축 측정가능 
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Rated output 0.5~1.0 ±10% mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 0.1 % F.S. 
Hysteresis 0.1% F.S. 
Repeatability 0.1% F.S. 
Creep (30min) 0.1% F.S. 
Temp. effect on output 0.5% F.S. / 10ºC 
Temp. effect on zero 0.5% F.S. / 10ºC 
Input impedance 385±10Ω 
Output impedance 350± 5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size 5Pins 
Protection class IP65 

Wiring Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

QMLM-8M 

QMLM-8M 

- 저렴한 초소형 로드셀 

- 500~5000Kg 

- 200% 오버로드 

- 0.1 % F.S 

- 직경 8mm 사이즈 
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Rated output 2.0 ±10% mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 0.02 % F.S. 
Hysteresis 0.02 % F.S. 
Repeatability 0.02% F.S. 
Creep (30min) 0.02% F.S. 
Temp. effect on output 0.025 % F.S. / 10ºC 
Temp. effect on zero 0.025% F.S. / 10ºC 
Input impedance 410±30Ω 
Output impedance 350±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5 -10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 150% F.S. 
Ultimate overload 300 % F.S. 
Cable size Ø3×3m 

Wiring Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

QMSB 

QMSB 

- 저렴한 쉐어빔타입 로드셀 

- 0.3, 0.5, 1, 1.5, 2, 3, 4, 5, 10kg 

- 300% 오버로드 

- 0.02 % F.S 
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Capacity  2,5,10,15,20,30,50,100,200kg 
Material  Aluminum Alloy 

Rated output 2.0 ± 10% mV / V 

Zero balance ± 2 % F.S. 

Non-linearity 0.03% F.S. 

Hysteresis 0.03% F.S. 

Repeatability 0.03% F.S. 
Creep (30min) 0.03% F.S. 
Temp. effect on output 0.03% F.S. / 10ºC 
Temp. effect on zero 0.03% F.S. / 10ºC 
Input impedance 405±10Ω 
Output impedance 350±10Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5~10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size Ø 4×3000 mm 
Wiring Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LFS-05 Series 

LFS-05 Series 

- S Beam 타입로드셀 
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Rated output 1.0~1.5mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 1.0% F.S. 
Hysteresis 1.0% F.S. 
Repeatability 1.0% F.S. 
Creep (30min) 1.0% F.S. 
Temp. effect on output 0.1% F.S. / 10ºC 
Temp. effect on zero 0.1% F.S. / 10ºC 
Input impedance 350±5Ω 
Output impedance 350±3Ω 
Insulation resistance ≥5000MΩ/100VDC 
Recommended excitation 2.5-5V 
Maximum excitation 5V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size Ø 3×3m 
Wiring Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LFT-13 Series 

LFT-13 Series 

- 소형 압축형 로드셀 
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Capacity  1~300 kg 
Material  Stainless Steel 

Rated output 1.0  
2.0 ± 10 % mV / V

(5~300kg)
 

Zero balance ± 2 % F.S. 
Non-linearity 0.1% F.S. 

Hysteresis 0.1% F.S. 
Repeatability 0.1% F.S. 
Creep (30min) 0.1% F.S. 
Temp. effect on output 0.1% F.S. / 10ºC 
Temp. effect on zero 0.1% F.S. / 10ºC 
Input impedance 350±5Ω 
Output impedance 350±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5 V 
Maximum excitation 10 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size Ø 3×2000 mm 

Wiring Red: + Excitation   Black: - Excitation 
Green: + Signal    White: - Signal 

LFT-25 Series 

LFT-25 Series 

- 압축 ,인장형 로드셀 
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Capacity  1,2,5,10,20KN 
Material  Stainless Steel 
Rated output 2.0 ± 10% mV / V 
Zero balance ± 2 % F.S. 

Non-linearity 0.1% F.S. 

Hysteresis 0.1% F.S. 

Repeatability 0.1% F.S. 
Creep (30min) 0.5% F.S. 
Temp. effect on output 0.05% F.S. / 10ºC 
Temp. effect on zero 0.05% F.S. / 10ºC 
Input impedance 350±5Ω 
Output impedance 350±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 10 V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size Ø 5×3000 mm 
Wiring Red: + Excitation   Black: - Excitation 

Green: + Signal    White: - Signal 

LFT-51K Series 

LFT-51K Series 

- 압축 ,인장형 로드셀 
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Capacity   

X: 5/10/20/50KG 

Y: 5/10/20/50KG 

Z: 5/10/20/50/100KG 
Material  Aluminum 
Rated output 1.0~1.5 mV / V 
Zero balance ± 2 % F.S. 
Non-linearity 1.0% F.S. 

Hysteresis 1.0% F.S. 
Repeatability 1.0% F.S. 
Creep (30min) 1.0% F.S. 
Temp. effect on output 0.5% F.S. / 10ºC 
Temp. effect on zero 0.5% F.S. / 10ºC 
Input impedance 385±10Ω 
Output impedance 350±5Ω 
Insulation ≥5000MΩ/100VDC 
Recommended excitation 5~10V 
Maximum excitation 15 V 
Compensated temp range - 10 ~ 60 ºC 
Operation temp range - 20 ~ 80ºC 
Safe overload 120%  
Ultimate overload 150 %  
Cable size  Φ6*3m 
Wire Connection Customize  

LFT-303M Series 

LF-303M Series 

- 3 축 하중이 측정 가능한 로드셀 
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  QCL-0200 

LF-303M Series 

- 1…200T 하중 측정 가능 
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4630 Series 

4630 Series 

- 3 축 가속도 센서 

- 아날로그 출력 

- 높은 오버로드 
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4630 Series 

4630 Series 

- 8-16 인가전압 

- 50G 까지 제작 가능 

- ±5,000 g 의 오버로드 

- -40 to +125°C 의 온도 범위 

- EMI/RFI 등급 
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53 , 53A Series 

53 , 53A Series 

- 저가형 충격시험 3 축가속도센서 

- 2-10 Vdc 인가전압 

- -20 to +85°C 온도범위 
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4332M3 Series 

4332M3 Series 

- 전류 출력 3 축가속도센서 

- 7-24 Vdc 인가전압 
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EGCS3-D Series 

EGCS3-D Series 

- ±5g to ±5000g 가속도범위 

- DC to 4000Hz 의 응답성 

- ±1% 직선성 

-  10,000g 충격보호 
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Fast-Tracer 

Fast-Tracer 

- 3 축 USB 타입 가속도센서 

- 간편한 설치 및 분석 

- 실시간 FFT 분석 

- 데이터 엑셀 출력 

-  2500Hz 의 출력 샘플링 
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Series code WDA 

Parameters 
 Data Sheet 

 Unit 
 Min.  Typical  Max. 

Supply voltage 12 12 24  V 
Current consumption — 10 16  mA 
Measure angle 360  Degree 

FS Output 0.02 V/2（中点） V 可调（5≤V≤12） ±0.01V 

Temp of Storage -55   150  ℃ 

Temp of Application Commercial Grade 0～55 technical grade —20～80 
military device 

 ℃ 
—40～125 

Middle T.C. ≤ ±5mV FS 
End T.C. Commercial Grade 1% technical grade 0.5% military device 0.5% FS 
Resolution  0.087  Degree 
Linearity 0.1%（≤60°） ±0.2%(≤150°) ±0.2%（≥150°） FS 
Protection class IP67 
Connection shield wire,teflon wire;  brown: + blue: - black: output 

Remarks 
Low output voltage can not reach absolute 0V, the lowest 0.05V;There is 1 ° of the 
nonlinear zone between 0 ° and 360 °during 0 ~ 360 ° circle measuring. Recommend  
use 5 ° ~ 355 °measurement range to ensure the output signal linearity. 

QWDA 

QWDA 

- 가변저항 타입 로터리 센서 

- 높은 정밀도 

- 각도선택가능 
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저항값 (±20%) 1; 2; 3; 5KΩ ≤10k ohm(옵션) 

직선성 ≤1%~0.1% 
 

회전각도 360° 
 

측정각도 180°  345° 
 

사용내구성 50x106 Resistance change≤10% 

평균납기 7 일이내 
 

QRS Series 

QRS Series 

- 가변저항 방식 로터리센서 

제품도면 
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적 P+  

흑 P- 

녹 X 

백 Y 

작동 조건 사용전압 7…28VDC 

소비전류 20mA 

사용온도 -40 ~ +85 ℃ 

센서 특성 측정범위 2 축  ±5＇ 

분해능 0.001’ 

센서 원점 2.5VDC 

정밀도 0.2% F.S 

민감도 400mV/’ 

온도 특성 최대 0.2’ (-40~85℃) 

QMDG-05V 

QMDG-05V 

- +/-5 도 각도센서 

- VDC 인가전압 

- 0.5…4.5VDC 
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DPG Series 

DPG Series 

- ±5 to ±30° 측정 범위 

- 10Hz 의 응답성 

- ±1% 직선성 

-  2 축 방향 
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V-Series 

V- Series 

- ±5 to ±45° 측정 범위 

- ±1.5% 직선성 

-  2 축 방향 
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D-Series 

D-Series 

- ±5 to ±30° 측정 범위 

- 시리얼 통신 옵션 

- ±0.005°의 분해능 

- EMC 프로텍트 

-  2 축 방향 

http://www.qmsys.net/


P a g e  | 118 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

제품도면 

http://www.qmsys.net/


P a g e  | 119 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

AHRS Series 

AHRS Series 

- 0 to 360° 측정 범위 

- 고정밀 자이로센서 

- 1 deg/hr 의 안정적인 대기모드 

- 최대 200Hz 데이터 출력 

-  RS-232, RS-422, USB 및 CAN 2.0 
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QMDL-350 

QMDL-350 

-  채널당 1kHz 측정  

-  120Ω,350Ω브릿지회로를내장 

-  다양한 센서 사용 가능 

-  원터치 원형콘넥터 선택가능 
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QDL-H20 

QDL-H20 

-  3.2 인치 터치모니터 

-  120Ω,350Ω브릿지회로를내장 

-  다양한 센서 사용 가능 

-  원터치 원형콘넥터 선택가능 

-  스마트폰커넥터 충전가능 

-  PC 프로그램 제공 
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QMDL-600 

QMDL-600 

- 7 인치 터치 PC 내장형 

-  채널당 1kHz 측정  

-  120Ω,350Ω브릿지회로를내장 

-  다양한 센서 사용 가능 

-  원터치 원형콘넥터 선택가능 
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QMDL-M130 

QMDL-M130 

- CDMA 방식 정동적 데이터로거 

- 벽면 부착이 용이 

- DC12V 전원 사용  

-  120Ω,350Ω브릿지회로를내장 

-  다양한 센서 사용 가능 
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QMSA-16 

QMSA-16 

- 터치 스크린에서 센서종류,  

센서사양, 소숫점 자릿수, 단위  

등을 설정 

- 원형콘넥터와 5 핀 녹색터미널 

콘넥터 겸용 

http://www.qmsys.net/


P a g e  | 128 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

ANALOG SECTION 
Sensor excitation 
voltage 

10 / 2.5V DC ±10%; Output current: within 30mA 

Signal input range -3.0 - +3.0mV/V 

Equiv. input cal. range +0.5 - +3.0mV/V 

Equiv. input cal. error Within 0.1%/FS (at 0.5mV/V input) 

Zero adjustment range -2 - +2mV/V 

Gain adjustment range +0.5 - +3.0mV/V 

Min. input sensitivity 1μV/count (1/10000 guaranteed at 1mV/V or more input) 

Accuracy 
Non-linearity: within 0.02%/FS (at 3mV/V input) 
Zero drift: within 0.5μV/°C RTI 
Gain drift: within 25ppm/°C 

A/D converter 
Speed: 100 times/sec 
Resolution: 16 bit (binary) 

Analog filter 4 / 10 / 100 / 3k Hz 
Peak hold function 
(High-speed analog hold 
method) 

At 3mV/V input: Performance response speed: approx. 1 kHz (at 
sine wave input, analog filter 3 kHz)  
Accuracy: 0.1% FS or less, Reset time: 50μs or less 

Voltage output 
Analog voltage proportional to sensor input; Output level: approx. 
2V per 1mV/V input 

SI/F output Output data: Indicated value, status 

F340A 

F340A 

- 스트레인게이지 타입 센서 전용 

- 판정을 통한 자동화에 최적 

- 아날로그출력 
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ANALOG SECTION 

Sensor excitation voltage 

DC2.5V±10% Output current within 30mA・・・・・
Standard specification 
5V spec. (Please specify when ordering.) 

（DC5V±10% Output current within 30mA） 

Signal input range －3.0～＋3.0mV/V 

Equivalent input calibration range ＋0.5～＋3.0mV/V 

Equivalent input calibration error Within 0.1%FS(at 0.5mV/V input) 

Accuracy 

• Non-linearity ：  

• Within 0.02%/FS(at 3mV/V input) 
•   

• Zero drift ：  

• Within 0.5μV/℃ RTI 

•   

• Gain drift ：  

• Within 0.01％/℃ 

A/D converter 

• Rate ：  

• 300 times /sec. 
•   

• Resolution ：  

• 24 bits (binary) 

Hold function Sample, Peak, Bottom, P-P 

F331 

F331 

- 스트레인게이지 타입 센서 전용 

- 소형사이즈 

- 홀드 및 판정가능 
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F381A 

F381A 

- 단순 수치로 포착 하기 어려운  

  공정의 단계를  파형으로 파악이 

   가능한 인디케이터 

- X 축은 Y 축은 하중을 표현한다.  
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ANALOG SECTION 

Excitation voltage 
10V, 2.5V DC 
Output current: within 120mA 
4-wire (Up to four 350Ωload cells can be connected.) 

Signal input range -3.0 –+3.0mV/V 
Zero and gain adjustment  Performed by digital computation 
Equiv. input calibration range  -3.0 –-0.5mV/V, 0.5 –3.0mV/V 
Equiv. input calibration error  within ±0.1%/FS 

Accuracy  
• Non-linearity: within 0.02%/FS ±1digit (at 3.0mV/V input)  

• Zero drift: within 0.5μV/℃ RTI  

• Gain drift: within 0.01%/℃ 

Analog filter • Low pass filter (-6dB/oct.)  
• Selectable at 30, 100, 300, 1000Hz 

A/D converter 
• Speed: 2000 times/sec.  

• Resolution: 24bit (binary)   

• Effective resolution:  
• Approx. 1/30000 - 3.0mV/V input 

Analog monitor output  Output level: Approx. 2V per 1mV/V of input LoadLoad resistance: 2kΩ or more 

F372A 

F381A 

- 스트레인게이지 방식의 센서를  

    그래프로 표시 

- X 축은 시간 Y 축은 하중을 표현 

- 다양한 생플링 홀드 
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F805AT 

F805AT 

- 스트레인게이지 방식의 센서를  

    그래프로 표시 

- X 축은 시간 Y 축은 하중을 표현 

- 호퍼 시스템에 사용 
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적용센서  스트레인게이지식 센서 
 센서 인가 전압 (로드셀 접속

수)  DC 5V (350Ω 4 개 접속가능) 

 제로 조정 범위  100% F.S (Auto Zero) 
 신호 입력 범위  0.5 ~ 3mV/V 
 표시범위  -19999 ~ +99999 
 문자 크기  7 segment  LED 14mm 
 A/D 변환기  16 bit 100 회/초 
 D/A 변환기  12 bit 
 영점 변화  0.5μV/℃ 이내 
 감도 변화  0.01%/℃ 이내 

 전압/전류 출력  DC 0 ~ 10V (전류 4 ~ 20mA : 주문자 요청사항) 

 접점용량  AC 250V 5A 
 접점수명  500 만회 이상 
 사용온도 범위  -10℃ ~ 60℃ 
 습도  80% RH 이하 (결로 현상이 없을 것) 

 사용 전원  AC 220V 50/60Hz(AC 110V, DC 24V : 주문자 요청사항) 

 외형 치수  96 × 48 × 128mm 
 컷팅 치수  91.5 × 44.5mm 
 중량  약 800 g 

QMI-10W 

QMI-10W 

- 미소전압 출력용센서 (하중, 토오크, 압력) 

측정용으로 최적 

- 중고속 변환 A/D (100 회/초)  

- 고분해능 (16bit A/D)  

- 고정밀도 (0.02% F.S 이상)와 안정성 

- One touch auto zero (Display & Analog out 

zero)  

- 실하중 및 센서 출력값으로 교정  

- 시스템 오류 자동 복귀 (Watch dog) 
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 적용센서  압력센서, 저항식 변위센서, 전압전류 출력형 센서 
 센서 인가 전압  DC 10V, 24V 
 제로 조정 범위  100% F.S (Auto Zero) 
 신호 입력 범위  DC 0 ~ 5V, 0 ~ 10V, 4 ~ 20mA 
 표시 범위  -19999 ~ +99999 
 문자 크기  7 segment LED 14mm 
 A/D 변환기  16 bit 100 회/초 
 D/A 변환기  12 bit 
 영점 변화  0.5μV/℃ 이내 
 감도 변화  0.01%/℃ 이내 
 전압/전류 출력  DC 0 ~ 10V (전류 4 ~ 20mA : 주문자 요청사항) 
 접점용량  AC 250V 5A 
 접점수명  500 만회 이상 
 사용온도 범위  -10℃ ~ 60℃ 
 습도  80% RH 이하 (결로 현상이 없을 것) 
 사용 전원  AC 220V 50/60Hz(AC 110V, DC 24V :주문자 요청사항) 
 외형 치수  96 × 48 × 128mm 
 컷팅 치수  91.5 × 44.5mm 
 중량  약 800 g 

QMI-20W 

QMI-20W 

- 압력, 변위 측정용으로 최적 

- 중고속 변환 A/D (100 회/초)  

- 고분해능 (16bit A/D)  

- 고정밀도 (0.02% F.S 이상)와 안정성 

- One touch auto zero (Display & Analog out 

zero)  

- 표준기 및 센서 출력값으로 교정  

- 시스템 오류 자동 복귀 (Watch dog) 
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F490A 

F490A 

- 휴대형 인디케이터 

- 데이터 USB 출력 가능 

- 그래프 디스플레이 가능 

http://www.qmsys.net/


P a g e  | 139 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

제품도면 

http://www.qmsys.net/


P a g e  | 140 

 

 큐엠시스템  

인천광역시 서구 가좌로 54 주안 BT 센터 2 차 513 호 
TEL ) 032-575-2555        Fax ) 050-5182-5558 
Homepage : www.qmsys.net    E-mail : info@qmsys.net 

SYSTEM 
Qualitative Measurements System 

  

QMA-700A 

QMA-700A 

- 1Khz 출력이 가능한 컨버터 

- 로드셀 전용 아날로그 컨버터 

- 2 채널 써밍 가능 

제품도면 
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FS10 

FS10 

-   소형 스트레인컨버터 

- USB 를 통한 간편한 연결 

- 1200/SEC 의 높은 샘플링 

- 제공되는 프로그램을 통한 판정 

- 쉬운 설정값 셋팅 
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